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Electric Chain Hoists | 2 - 10 Ton | ES | Hook Top | Single Speed

Capacity 
(Tons)

Max. Lift w/ 
Std. Chain 

Cntnt.
(ft)

Min. Distance 
Between 

Hooks: 
C

a
b

(in)

e
f

(in)
g

(in)
h

(in)
i

(in)

Weight for 
Additional. 
One Ft. of 

Lift
(lbs.)

Weight 
(lbs.)

Single Speed
(in)

Single 
Speed

(in)

Single 
Speed

(in)
Single 
Speed

2 1/2 40 29.5
24 18.5

12
18.5

1.6 8.5 6 1.9 196

5 20 36.6 1.8 11 4 4.0 258

10-L 20 52.4 25" 35" 42.4 2.4 11 4 8.1 527

Dimensions

Green shading reflects rental inventory.

Capacity 
(Tons)

Model Lifting Speed 
(ft./min.)

Lifting Motor 3 Phase 230 
or 460 V

Rated Current @ 
460V (amps)*

Strands of 
Load ChainSingle 

Speed

60 Hz Output (Hp) Duty Rating 
(min.)

Single Speed
Single Speed Single 

Speed
Single 
Speed

2 1/2 ES025S 21 4 40 7.8 1

5 ES050S 10.5 4 40 7.8 2

10-L ES100L 5.2 4 40 7.8 4

Specifications

*Rated cureent @ 230V is 2 times table value.
Green shading reflects rental inventory.

Model 
ES100L

ES Model

All specifications and data relating to capacity, function, performance, size, purpose, or design 
have been provided by the manufacturer.  They have not been independently verified by LGH 
and LGH makes no representation or warranty as to their accuracy or completeness.


